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EU CERTIFICATE OF CONFORMITY 
 

In accordance with the requirements of the Pressure Equipment 
Directive 2014/68/EU  

 

This is to certify that the Quality Management System of: 
 

MATEC GROUP SRL 
Via 1° Maggio 7 

20068 Peschiera Borromeo (MI). Italy 
 

has been assessed against the requirements of Annex III, Module D1 of the Pressure Equipment 
Directive 2014/68/EU and conforms to the requirements for the products shown below: 

 
Manufacture of COMPOTEC® composite flexible hoses from 1”1/4 to 12” up to a maximum 
working pressure of 15 Bar type CHEM, OIL, PTFE, FOOD, DRAINTEC, HIGRADE, EXILITE, 
BIOTEC, BLH HOSE, FRACKHOSE, ABRATEC, CHEMCLOR, EXTRAFLEX, HITEMP; CRYOTEC 660LG 
up to a maximum working pressure of 25 Bar + CRYOTEC 661N up to a maximum working 
pressure of 13 Bar. 
Manufacture of steel flexible hoses from 1”1/4 to 8” up to a maximum working pressure of 
142 Bar type PARNOR, PARRAP, HP, THP. 
Manufacture of Expansion Joints from ¾” to 20” up to a maximum working pressure of 25 Bar 
type AS, ASC, APS, AF, AFC, APF, CS, CF, CS2, CF2, RS, RF, SHS, SDS, SHF, DF, AFT. 

Approval is subject to the continued maintenance of the quality system in accordance with the 
requirements of the above Directive and Regulations for the products listed  

on the attached schedule. 
Authorisation is hereby given to use the LRE Notified Body Identification Number  
in accordance with the requirements of the specified Directive and Regulations  

in relation to the products as identified above. 
 

Certificate No: 0094/PED/MAD/11075954/01 ENG (*) 
 

Original Approval:  31 December 2020 

Current Certificate: 25  May 2021 
Certificate expired 13 May 2021. Renewal audit conducted 12 & 25 May 2021  

Certificate Expiry:      13 May 2024 
 

LRE Notified Body Number  0094 
 

           ____________________ 
            Teresa Souto LRE Technical Manager 

 
  (*)This certificate transfers LRV Ltd (UK NoBo 0038) certificate No 0038/PED/MAD/ PRJ11075954/01 issued on 28/09/2020 which is now under the responsibility of EU Notified Body No 0094 
(LRE)



 

EU CERTIFICATE OF CONFORMITY 
CERTIFICATE 0094/PED/MAD/ 11075954/01 ENG SCHEDULE 

 

In accordance with the requirements of the Pressure Equipment 
                             Directive 2014/68/EU 
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MATEC GROUP SRL 

Via 1° Maggio 7 
20068 Peschiera Borromeo (MI). Italy 

 
 

Manufacturing Plant (s) : Via 1° Maggio 7 - 20068 Peschiera Borromeo (MI). Italy 

Product(s) description : Pressure Accessories 

Product Type:  

COMPOTEC® composite flexible hoses rom 1”1/4 to 12” up to a 
maximum working pressure of 15 Bar type CHEM, OIL, PTFE, FOOD, 
DRAINTEC, HIGRADE, EXILITE, BIOTEC, BLH HOSE, FRACKHOSE, 
ABRATEC, CHEMCLOR, EXTRAFLEX, HITEMP; CRYOTEC 660LG up to a 
maximum working pressure of 25 Bar + CRYOTEC 661N up to a 
maximum working pressure of 13 Bar. 
 

Steel flexible hoses from 1”1/4 to 8” up to a maximum working 
pressure of 142 Bar type PARNOR, PARRAP, HP, THP. 
 

Expansion Joints from ¾” to 20” up to a maximum working 
pressure of 25 Bar type AS, ASC, APS, AF, AFC, APF, CS, CF, CS2, CF2, 
RS, RF, SHS, SDS, SHF, DF, AFT. 

 
 
 
 

Schedule Issue: 02 
 

Date of Schedule Issue:  25 May 2021 
 
LRE Notified Body Number 0094 

 
                                                 ____________________ 
   Teresa Souto LRE Technical Manager 
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